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AUTOMATE OFFLINE FINISHING WITH DUPLO DC-648 FINISHER

Feature overview

Fiery® Impose is the most intuitive PDF-based sheet imposition software on the
market. Tight integration with Fiery Command WorkStation®, makeready
software, and prepress tools helps automate print job submission.

Fiery Impose templates allow users to save the most common job layouts to
automate the imposition process. Templates can also include barcodes and
registration marks. These are recognized by the barcode scanner in Duplo
finishing equipment using the * JobID * format.

The barcodes and registration marks instruct the Duplo finisher on how to
position blades, cutters, and creasers to finish the document.

Integrating Fiery Impose with Duplo finishers brings dramatic productivity
gains to job preparation and finishing by automating the process. This saves
time plus minimizes waste and errors.

This how-to guide provides a simplified prepress setup for a custom job using
integration for Fiery Impose and the Duplo DC-648 Slitter/Cutter/Creaser. A
new finisher preset layout can be created in Fiery Impose and published to the
Duplo controller. A preset layout created in the Duplo controller, and it can
also be imported to Fiery Impose so that users can create a template to
automate future jobs from job submission to finishing.

This feature is compatible with the Duplo DC-648 Slitter/Cutter/Creaser
nearline finisher.

Objectives

e Fiery Impose preferences configuration for Finisher integration.

e Create a new preset layout using the Finisher Preset wizard.

e Apply imposition to the job and publish the finisher preset layout.

e Receiving the preset layout on Duplo DC-648 Finisher Controller to print.

e Import an existing layout preset from the Duplo finisher controller to Fiery
Impose.

Additional resources

For additional software downloads, training resources, and more, go to Fiery
Online Resources.
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AUTOMATE OFFLINE FINISHING WITH DUPLO DC-648 FINISHER

Before you begin

¢ In case you do not have the Duplo DC-648 Controller configured in your
network, follow the instructions in the How-To Guide below, before using
this guide: One-time setup configuration for Duplo DC-648 finisher
integration with Fiery Impose.

e Open Fiery Command WorkStation® 7 or newer or later and connect to at
least one Fiery server running Fiery FS350 or above.

e Place the sample file, fiery_duplo_stepped_accordion_mnm_sample_fg.pdf, in
the Fiery server HELD queue by dragging the file. Or use the Command
WorkStation Import menu option.

e Ensure that the printer and Fiery server have been calibrated before
printing any output.

Fiery Impose preferences configuration for finisher
integration

Preferences o

Finisher integration
4 Allow finisher integration

# Finisher configuration

Select device: Duplo DC-648 v

PC controller path: | \\fs500-duplo\DC-648 Pi; Test

Import presets

Available Finisher Modules
CPM: 1
CRM: 1
OSM: 1 v (G
RTM: 3

Barcode range min: | 1

Barcode range max | 250

OK Cancel

To start using this Duplo Finisher integration, select Duplo DC-648 as the
preferred finisher device in Preferences.
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AUTOMATE OFFLINE FINISHING WITH DUPLO DC-648 FINISHER

1. To begin, place the file
fiery_duplo_stepped_accordion_mnm_sample_fg.pdf in the Held
queue of the Fiery server using Command WorkStation.

&, import @ Print ) Properties.. Q Preview... (O Schedule [ Newlob [ Delete JF Calibrate.. (3) SpotPro 4ff Logs [ PaperCataiog [} StartSa

- ALLJOBS (11)

Job Status v JobTitleV User™ Szev PagesV MoreV

Job Status Job Title User Size Pages Copies Date/Time

D Spooled 2Up 5.5x16.5 Stepped Accordion Un..sity Brochure CMYK - Fiery-imp.pdf Admi..ator 4.5 MB 2 1 Yesterday 11:5:37 PM
D Spooled 2Up 5.5x16.5 Stepped Accordion University Brochure CMYK - Fiery.pdf ~ Admi..ator 253 M8 2 1 Yesterday 11:27:33 PM

2. Right-click on the sample file and select the Impose... option from the
context menu.

3. Click the Edit menu and select the Preferences option.

4. Then, select the FINISHERS tab to enter to the finisher integration

setup.
5. Select the Allow finisher integration checkbox to enable the finisher

configuration.

Preferences

Finisher integration
[ Allow finisher integration
Finisher configuration

Select device: Duplo DC-648 v

6. Use the Select device drop-down list to choose the Duplo DC-648.

7. Select the Duplo PC controller path clicking on the Browse... button.

8. Locate the Duplo DC-648 PC controller v1.04 shared folder in the
C: drive.

FIERY HOW-TO GUIDE FS600/FS600 PRO *



AUTOMATE OFFLINE FINISHING WITH DUPLO DC-648 FINISHER

9. Click the Select Folder button to confirm.

10. Click the Test button to check if the finisher controller is reachable
through your network. The test will run, and if it finds the finisher
controller, it will show a successful test connection message window.

Fiery Impose X
|
The test connection has completed successfully

Note: The PC Controller path field is used to connect to the Duplo finisher
controller to enable additional presets to be stored there, and they can be

imported using the Import presets button in Fiery Impose. This will be
covered later in this guide.

11. The CPM, CRM, OSM, and RTM module device configuration options
here are used to define the number of Crease, Perforation, Slits, and
Fold available at the Duplo DC-648 for use.

12. Enter the following values: CPM =1, CRM =1, OSM = 1, and RTM = 3.

13. The Barcode range fields are used to define the minimum and
maximum number range that will be available for the barcode for a
specific DC-648.

Note: Make sure that the barcode ranges match the range configured on the
DC-648 Unit. You will not be able to create a new finisher layout if the DC-648

unit does not match.

14. To finish the preferences configuration, click the OK button.

Note: Once the preferences settings are confirmed, you need to close the
Fiery Impose window so that any configuration changes will be applied the

next time that Impose is opened.

Close Fiery Impose now and start it again before creating a new finisher
preset layout.
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Create a new preset layout using the Finisher Preset wizard

In this section, you will see how to create a new Preset Layout for your print
document that will use the Duplo DC-648 Slitter/Cutter/Creaser.

1. Locate fiery_duplo_stepped_accordion_mnm_sample_fg.pdf in the
Held queue of the Fiery server using Command WorkStation and right-

click on it.

2. Choose the Impose... option from the context menu.

This brochure file has 2 pages, front and back, and you will create a finished

size product of 5.5 x 16.5 inches. The imposition of this file will be a 2-up

layout on a 13 x 19in sheet size.

Template Bl
Layout fortargeted finihing device
Finsher Prect..

Nommal

Finish Size: Based on Crop Box v

Sheet: 13552268 <] Eda.
Duplex on

Copies:

v Lsyout

Layout Orentation: |Landscape ©

Layout Offset Define..

Mugin Defeult

Sheet 1 - Front B oo 3
Detaut Meka :

v Sale
Scaling: Do not scale
Scale Factor: %

Page Type Sheet2- Front
: e )

1. Now you will create the
new Finisher Preset. P e
Click the Finisher Preset
button in the Settings
panel to start.

Layout for targetted finishing device

Finisher Preset...
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2. The Finisher Preset
wizard window will open
showing two tabs for the
preset configuration:
Setup, and Layout tabs.

Important note: This
wizard is designed to
guide the user to enter
the required fields in its T ———

See ‘Sheet View' for a preview of the applied settings.

sequential order to
ensure the finishing
parameters are set
correctly.

Nest > Cancel

At the bottom of the window, acceptable value range for each field are
shown in blue. They will change as you move from field to field.

Use the tab key to move to the next field. Back and forward navigation

buttons at the bottom of the window can also be used to move across the
fields.

Once all the required fields are completed, you can move to the next tab.
Use the Next > button, or the Tab key, to go to the following tab or click
the Apply button to finish your edits and exit the wizard.

3. Inthis wizard, the Finisher model DC-648 defined in the Preferences
comes pre-filled. The View available modules link shows the number
of device modules that are configured for this equipment. By default,
the Finisher preset shows the New preset option. Use this option to
create a new preset from scratch. Click on the Forward Navigation
button to move to the following field, or alternatively, you can use the
Tab key.

Finisher Preset

Finisher modek: Duplo DC-648 View available modules

Finisher preset: Newpreset v | Duplicate

FIERY HOW-TO GUIDE FS600/FS600 PRO *



AUTOMATE OFFLINE FINISHING WITH DUPLO DC-648 FINISHER

Note: You may also choose one of the existing presets from the drop-
down list and adjust if needed. Or you can create a new preset based
on an existing preset’s values by clicking the Duplicate button.

4. Fill'in the Job/Barcode number with the correspondent ID that will be
used for the Duplo finisher controller to identify this finisher setup. For
instance, type 1, and then click on the Tab key or Forward Navigation
button again.

5. For the Perforation setup, select the Apply cross sheet operation
checkbox.

6. Then select the Horizontal crease up (CRM) radio button. Notice that
extra tabs for Crease and Perforation have been added to the Finisher
Preset window to help with the configuration. You also see a preview of
the horizontal crease on the layout.

vomsaNg pa3g

055 sheet operations: Horizontal perforation (CPM), Horizontal crease up (CRM)
Tab' and "Shift+ Tab' keys to navigate options in sequence.
See iew’ for & preview of the applied settings.

7.  Move forward to the next tab clicking on the Next > button.

8. On the Layout tab you will setup the Sheet Size as 13x19 in and the
Finisher feed direction as Portrait if they are not already defined.

9. Select the Barcode checkbox to include the barcode on the imposition
sheet.

10. Move to the Finish size fields and enter 5.5 in for the Finish Width, and
16.5 in for the Finish Height.

Note: In this Finisher Preset wizard, you can enter values in inches or
millimetres. Depending on how your Measurements Units

preferences are configured, the wizard will automatically convert
values from one system to another.
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11.

12.

13.
14.

15.

16.

Enter the Row and Columns values. For Row leave as 1 and for
Columns choose 2.

Now, add Gutter and apply an offset to this layout. Select the Fixed
Gutter checkbox.

Enter 0.25 inches for the vertical value and leave 0 for the horizontal.
In the Layout offset, enter 1.25 in for Lead, and 0.88 in for the Side
value.

Dixoraa|s|sE

| ¥ Body: 2 Sheets

~ | Layo
[z o |
2 [

Finisher Preset X

Finisher modet: Duplo DC-648 View available modules
Finisher preset: New preset v Dupicate

Job/barcode number:
Setup Layout Crease Perforation

Sheet Size: 1339 Edit...

1 feed direction: [panas

\ext tab or back to the last tab.

Apply &Publish || Apply Cancel

Move to the Crease tab clicking on the Next > button.

Note: The Duplo DC-648 can handle up to 40 creases, 20 as

Mountain (crease up) type and 20 as Valley (crease down) type.

In the No. of creases list choose 3. Notice that new type and position
fields will be presented for each crease. Then click on Next> or Tab
key.
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17. Enter the following values:
a. Crease 1, Type: Mountain, Position: 4.5 inches;
b. Crease 2, Type: Valley, Position: 8.25 inches;
c. Crease 3, Type: Mountain, Position: 12.75 inches;

Notice that layout Preview in the Sheet View updates automatically in real
time to show the creases defined on the front and back of the brochure so

you can visually verify the accuracy.

I Templote: - B

xoFea|n|E|

v Body: 2 Sheets

1
~ | Layout for targetted finishing device
Finisher Preset...

i =
o

LI
Repeat v LeftRight | [’§

| Finisher Preset
View available modules

v | Duplicate

| Creaset: [} Type 3 Mountain Position: 4.5 in
Cresse2 [ Type . Valley Position:

Crease: [ Type:  “§~ Mountain Position: 12,752 in

e ‘Previous’ and ‘Next” buttons or ‘Tab' and ‘Shift+ Tab' keys to go to the next tab or back to the last tab.
See 'Sheet View’ for 2 preview of the applied settings.

< Previous Nest » Apply & Publish Apply Cancel

Once you have finished the preset you can Apply the preset to this
imposition and save it later to the Duplo finisher controller after finishing the

job using the Publish button.

18. Click on the Apply button for now, and then finish the Imposition for
this job.
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Apply the imposition to the job and publish the finisher

preset layout

On the Settings panel you can configure the Imposition layout as follows:

1. Leave the intent drop-down as Gangup and Repeat options. Leave

Left/Right as it is.

2. The Sheetsize is already defined as 13x19. Select On for the Duplex

option.

3. Then change the Auto Page Rotation to Clockwise 90 degrees.

4. Click to the Publish button.

nsen oixoraa|n|@

w Body: 1 Sheet

Publish layout

Page Size ~
168inx575in (2]

Media Size Sheet 1 - Front
13inx19in 2] DRefaylt Media

Media Type

Unassigned [2]

5. Enter the Finisher Preset name as Brochure-1.

Finisher preset name

B Finisher job number: ® Auto generste

| Template: v
| Finisher Preset: New preset®
Finishes Preset.. || Clear layout Publish
Gangup v
Repest v| LefuRight
Finish Size: User Defined
E355in 1) 165in
Sheet: 1319 Edit...

Duplex On

Copies: 1

v Layout

Layout Orientation:  Portrat
Auto Page Rotation: | Clockwise 30*
Layout Row & Colume: [ 1

Layout Style: Standard

Gutter: Define...

| Finisher Preset: New preset”
Type Description
Media weight failed. ts value is: 64.00
Job requires 1 sitter modules.
Job requires ‘Mountain' crease module.

No errors

6. Leave the Finisher job number selected as Auto generate, that will use
the barcode information earlier in the creation process.

7. When this Finisher preset is published to the Duplo PC Controller you
can also save it in the job queue, and include a thumbnail image, so

leave those two options selected.

8. Now, click to the Publish button to finish.

Note: At the bottom right of the Settings panel, you will notice a new

Finisher Preset validation section.

FIERY HOW-TO GUIDE
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AUTOMATE OFFLINE FINISHING WITH DUPLO DC-648 FINISHER

Errors need to be corrected before a Preset can be sent to the Duplo
controller. This screenshot only shows a warning that may need operator
attention.

Finisher Preset: New preset”
Type Description
Media weight failed. Its value is: 64.00 ...
(D Job requires 1 slitter modules.
Q) Job requires ‘Mountain' crease module.

® No errors

After a finisher layout preset is created, this layout can be saved as a Fiery
Impose template so that it can be used for future jobs.

The Fiery Impose template can integrate with Fiery workflow automation
applications such as Fiery Hot Folders, and Fiery JobFlow to automate the
imposition for future jobs.

Template: v

Layout for targetted finishing device

Edit layout Clear layout Publish

9. To create a new Impose template, click on the disk icon located on the
top of the settings pane.

10. Inthe Save Template pop-up window, add the template’s name - type
Accordion Brochure 13x19 DC-648.

11. Then hit the Ok button to confirm. The Fiery Impose template has now
been saved. The finisher preset info is saved with the Impose template.

12. Click on the X locate to the right-corner to Close and Save the
imposition.

13. The imposition file can be saved on the Desktop or in the Held queue.
Select Held and click Yes to save.

The imposed job will send to the Held queue, and it is ready to print.
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Receiving the preset layout on Duplo DC-648 Finisher
Controller to print

1.

Open the DC-648 PC Controller software to check that the new preset

job is added and stored under the XML’ tab queue.

When the Finisher preset is sent to the DC-648 PC Controller, it is stored

under the tab XML’ queue.

9 Duplo DC-643 PC Controller V104 (Off line)

Dupio DC-648

The job layout can be previewed in the image section (red arrow) of the

0/
[NODATA]
o™ E OB overview 1z Brochure-1
| @ | Bl L) B
= 1 Bsequatas 482 6mm
wodth 1302
Create a new JOB Environment g | Length @ €
3
2 | <Finished s2e> E
3 &
: — | width 1397 e
\ ‘ "\ Length 101 ¢| 4
Cards per document 2x 1
- e <slot>
JOBs saved in PC  Maintenance S0 ——
7 Slot 3 Shitter module
Slot 4 Shitter module
£ sed P oem 4 Delete
Setting E  Search JOB No. [JSave the 108 to DC-648 after search
5; JOB No. JOB name 108 file name Modules
' o Brachure-1 Brochure-1 Creasert, Sitter, Siter
o
Tool 2
Ii
=

o x

- | =

Connect

vy

Function settings

Submit at
2023/10/10 18:0237

PC Controller

Submit at

[NO DATA |
g JOB overview 1: Brochure-1
& | <Document size>
% | width 3302
@ | Length 4826
g <Finished size>
— | width 1397
Length 4191
Cards per document 2 x 1
<Slot>
Slot 2 Creaser up module
Slot 3 Slitter module
Slot 4 Slitter module
A send S Ede % Delete
B Search JOB No.: | Csave the JOB to DC-648 after search
a JOB No. JOB name JOB file name Modules
: 1 Brochure-1 Brochure-1 Creasert, Slitter, Slitter
2
8
|
d
<

Connect

"’

Function settings

2023/10/10 18:02:37
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AUTOMATE OFFLINE FINISHING WITH DUPLO DC-648 FINISHER

4.  With the job selected, users can choose to ‘Send,” ‘Edit’ or ‘Delete’ the
preset job.

5. When 'Send’ is selected, the preset job will be saved onto the PC
Controller as an official job. This will override any previously stored jobs
for that particular number.

6. When 'Edit’ is selected, the user can edit the parameter of the preset
job.

7. And, when ‘Delete’ is selected, this will permanently delete the preset
job from the job queue and Server.

00000

Comnent

8. Finally, when the preset job template is ready to run. The user can
choose to click the blue button on the upper right-hand corner to ‘Test’,
or the green button to ‘Run’ the preset job template on the DC-648.
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Import an existing finisher layout preset from the Duplo
controller to Fiery Impose

In case that you already have finishing layouts created in the Duplo Controller,
you can import them into Fiery Impose and make edits.

ie®G
0/ 0 7
[{NO DATA]
— [ 3
RS = == Function settings
¥ Search JOB No. [Jsave the JOB to DC-648 after search
f]i 108 No 108 mame 108 fle rame Moddes —
1. You can import any preset using
the Import presets button .from PC contrller path: [ 115500-dupio\0C-648 P [ Brmmae] | et
the Finisher option in the Fiery ——
Impose Preferences window.
2. After clicking the Import presets — ”
button, you need to select the
. Imported presets: 1 out of 1
folder where the preset is located Q
using the Select folder button.
3. Ifany new presets were found in
that folder, the system will confirm i »
how many were imported in a new Fotdn]
. __Selm Folder Cancel
window Message.
4. Now the preset will be listed in the o vao Paresion o ep
o« o . A8 postcard Bup
Finisher preset list of the Create ot 0 pejomi it
o : i e
Finisher Preset wizard, and can be | wouw. — [EE—
used in a new imposed job. T ey
B 5 Tent Card 13x19 Marroco o
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For more information, please visit fiery.com.

Nothing herein should be construed as a warranty in addition to the express warranty statement provided with Fiery, LLC products and services.
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